RESERVE POWER Ete r “ ity

10 OPzS-ET 1000

(2V 1150Ah @ 10hr)
Performance characteristics Features
Nominal Voltage 2V High energy density
Number of cells 1
Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736
10 hour rate (115A,1.8V) 1150Ah o . )
5hour rate (198A, 1.75V) 988 5Ah Minimal maintenance due to low antimony
1hour rate (659A, 1.6V) 659Ah alloy and large electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 0.27mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 1281A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 460A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 1954  1124.8 912.9 6587 4297 3077 2028 146.3 1211
165 10743 1007.8 8332 6254 4176 3046 2028 146.3 1211
1.70 9493 8887 7495 5821 4005 2966 2007 1432 120.0

Emergency Lighting

Electrical Switching

175 8191 7677 6597 5306 3773 2835 1977 1412 1180
180 6839 6446 5639 4681 3460 2653 1907 1362 1150
183 6002 5679 5014 4237 3198 2502 1816 1321 1120 . . .
185 5437 5175 4600 3934 3016 2391 1765 1291 1100 Dimensions and WEIght
187 4842 4650 4156 3581 2784 2229 1685 1241 1049 Length (max) 215 mm
190 3964 3854 3480 3046 2421 1997 1554 1150 978 Width (max) 235mm
Height: H1 (max) 650 mm
Discharge Constant Power (Watts at 20°C) Totalheight: H2 (max) 665mm
Filled weight (max) 76.7kg
Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h
160 19621 18662 15535 11601 7868 5730 3854 2804 2330
165 18057 17099 14425 11147 7697 5689 3854 2804 2330 == [
170 16342 15434 13215 10542 7425 5558 3823 2754 2310
175 14476 13669 11853 9704 7041 5346 3773 2724 2290 T
180 12408 11752 10340 8675 6496 5034 3662 2643 2239 wi tO = H1  H2
183 11046 10491 9301 7919 6043 4761 3521 2572 2189 |
185 10088 9644 8615 7414 5740 4580 3420 2532 2159 L

187 9069 8726 7838 6799 531.6 4297  326.8 2421 206.8

190 7546 7354 6658 5871 4681 3884 3046 2270 1937 . )
Compliant with IEC60896-11
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Capacity factor vs. Temperature - discharge current|, Float Life vs. Average Temperature
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