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12 OPzS-ET 1200

(2V 1380Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High energy density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736

10 hour rate (138A,1.8V) 1380AhN o . )
5hour rate (235A,175V) 1173.5Ah Minimal maintenance due to low antimony
1hour rate (787A.16V) 787Ah alloy and large electrolyte volume

internal Reslstance Operating temperature -20°Cto +565°C

Fully Charged Battery 20°C (68°F) 0.23mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 1466A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 552A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10Om 15m 30m 1h 2h 3h 5h 8h 10h UPS Systems

1.60 13649 13095 10728 7867 5117 362.6 2418 175.3 1451
165 12289 11685 9781 7384 4936 3606 2418 175.3 1451
1.70 10879 10274 8794 6829 4724 3515 2387 171.2 143.0
175 9388 8874 7726 6215 4462 3385 2347 168.2 142.0
1.80 7867 7464 6598 551.0 410.0 317.3 2266 1632 138.0
1.83 691.0 6598 5873 4976 378.7 2972 216.6 1581 135.0

Emergency Lighting

Electrical Switching

Dimensions and weight

185 6275 6014 5379 4624 3586 2841 2095 1541 1330

187 5621 5419 4855 4190 3304 2659 1994 1481 1259 Length (max) 215 mm

190 4624 4523 4069 3546 2871 2377 1853 1380 1168 Width (max) 277 mm
Height: H1 (max) 650 mm

Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 665mm
Filled weight (max) 91.7kg
Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 22412 21657 18282 13901 9378 6759 4583 3364 2800

165 20650 19793 16923 13145 9106 6739 4583 3364 2800 == [

170 18736 17829 15512 12339 8753 6608 4543 3294 2780

175 16620 15764 13901 11382 8320 6376 4493 3254 2760 T

180 14253 13509 12088 10224 7706 6014 4352 3163 2679 wi tO = H1  H2

183 12742 12188 10879 9318 7172 5671 4180 3072 2629 |

185 11685 11231 1007.3 8723 6819 5439 4069 3022 2599 L

1.87 10626 10174 9166 7958 6316 5117 3888 2901 248.8

190 8804 8633 7796 6829 5550 4613 3626 2720 2817 . )
Compliant with IEC60896-11
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