RESERVE POWER Ete r “ ity

13 OPzS-ET 1625

(2V 1787.5Ah @ 10hr)
Performance characteristics Features
Nominal Voltage 2V High energy density
Number of cells 1
Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736
10 hourrate (178.8A,1.8V) 17875Ah o . )
5hour rate (316.2A,175V) 1580.3Ah Minimal maintenance due to low antimony
1hourrate (1024.8A,16V) 1024.6AN alloyandlarge electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 018mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 1735.5A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 715A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 1688.2 15849 13347 10248 6864 5005 3535 236.0 1931
165 14896 14102 11996 9375 6546 4862 3464 2343 1931
1.70 1201.0 123563 10685 8421 6125 4648 3344 2304 191.4
175 10923 10487 9255 4.2 5601 4345  316.2 223.3 186.7
1.80 893.8 8580 7738 6340 4942 3933 2915 2105 178.8
1.83 7674 742.0 6753 5625 4462 3607 2717 2002 1700
185 6840 6633 61041 514.8 M47 3392  259.0 1931 164.5

Emergency Lighting

Electrical Switching

Dimensions and weight

187 5974 5808 5371 4502 3758 3114 2423 1819 1557 Length (max) 215mm
190 4679 4576 42900 3766 3186 2701 2777 1645 1430 Width (max) 277 mm
Height: H1 (max) 800 mm
Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 815mm
Filled weight (max) 116.1kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 27448 25978 22483 17478 11996 8977 6490 4425 3670
165 24866 23675 20576 16207 11569 8778 6395 4409 3670
170 22165 212562 1863.0 14777 10923 8461 629.2 4353 3655
175 19225 18510 16525 13267 10169 8024 5935 4242 3575 T
w
|

1.80 16127 15532 14141 1599 9136 7356 5522 4028 3448
1.83 1406.2 13625 12473 10407 8302 6801 517.2 3853 3297
1.85 12672 12314 11860 9613 7785 6427 4957 3734 3209 L
1.87 M6.2 10844 9414 8620  710.2 5018 4664 3535 3051
190 8898 8699 8183 719.0 611.7 5211 4235 3226 2820

@(—3@
0-0

Compliant with IEC60896-11
ET/DATAOPZSSTANDBY 1625V5 0724
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Capacity factor vs. Temperature - discharge current|, Float Life vs. Average Temperature
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