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20 OPzS-ET 2500

(2V 2750Ah @ 10hr)
Performance characteristics Features
Nominal Voltage 2V High energy density
Number of cells 1
Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736
10 hour rate (275A,1.8V) 2750Ah o . )
5hour rate (487A,175V) 2435Ah Minimal maintenance due to low antimony
1hour rate (1571A,16V) 1571Ah alloy and large electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 013mOhm
Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I
Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 2676A
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)

Maximum charging current 1100A
Standby use . 225V +1% Applications

Temperature compensation -3.5mV/°C/Cell
Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 26078 24406 20527 15714 10607 770.0 5441 3634  296.6
165 22933 21754 18513 14388 10067 7484 5333 3604 296.6
1.70 19839 18955 16402 12964 9429 715.0 514.6 3546 2946
175 16795 16156 14241 11442 8613 667.9 4871 3438 2878
1.80 13504 1321.0 11884 9753 7612 6050 4479 3241 275.0
1.83 1786 11442 10411 8653 6875 5559 4184 3074 2622
1.85 10509 10214 9389 7916 6374 5225 3988 296.6 2534

Emergency Lighting

Electrical Switching

Dimensions and weight

187 9193 8938 7651 7071 5785 4793 3732 2789 2396 Length (max) 215mm
190 7189 7032 6600 5854 4891 4154 3359 2534 2200 Width (max) 490 mm
Height: H1 (max) 775mm
Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 790mm
Filled weight (max) 194.5kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 42232 40022 34571 26813 18513 13799 10018 6816 563.8

165 38304 36536 31772 24897 17777 13504 9871 6777 5638 == .
170 34031 32607 28629 22737 16844 13013 9556 6698 5628 @o@

175 29563 28531 25438 20478 15616 12326 9144 6531 5510 w @o@

180 24357 23915 21705 17826 14045 11295 8486 6207 5304 o o© H1  H2
183 21558 21018 19201 16009 12817 10470 7975 5922 50838 0 0

185 19446 18955 17482 14781 11982 9920 7631 5736 4940 — .

187 17188 16696 13406 13308 10951 9134 71779 5421 4695

190 13652 13357 12571 11196 9389 8014 6531 4970 4331

Compliant with IEC60896-11
ET/DATAOPZSSTANDBY 2500V7 0724
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