RESERVE POWER Ete r “ ity

5 OPzS-ET 350

(2V 400Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High energy density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736

10 hour rate (40A,1.8V) 400Ah o . )
5hourrate (72A.175V) 358Ah Minimal maintenance due to low antimony
Thour rate (228A.1.6V) 298Ah alloy and large electrolyte volume
Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 0.67mOhm

Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I

Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 542A

Charge Methods: Constant Voltage Charge 20°C (68°F)

Cycleuse 2.40V (time limited)

Maximum charging current 160A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell

Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 4905 4400 3358 2284 1463 10.5 72.8 49.6 420
165 4389 3989 3126 2221 144.2 108.4 736 49.6 420
1.70 3874 3568 2884 2126 1411 105.3 732 496 420
175 332.6 311.6 2600 2000 1358 102.4 716 496 M2
1.80 2779 2642 2274 1811 126.3 98.0 68.4 48.0 40.0
1.83 2442 2326 2042  166.3 118.9 925 65.8 46.8 391
1.85 2221 2126 1874 156.8 126 88.8 64.0 46.0 384

Emergency Lighting

Electrical Switching

Dimensions and weight

187 1968 1895 1684 1421 1051 840 608 439 366 Length (max) 126 mm
190 1600 1547 1400 1211 929 768 560 408 340 Width (max) 208 mm
Height: H1 (max) 475 mm
Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 490mm
Filled weight (max) 28.5kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 8032 7295 5716 4032 2674 2053 1400 96.7 81.3
165 7379 676.8 5411 396.8 266.3 2021 140.0 96.7 81.3
170 667.4 6189 5084  384.2 2611 197.9 138.9 96.7 81.3
175 5895 5547 4684 3653 2526 192.6 136.8 95.9 9L
1.80 504.2 4811 479 3358 2379 185.3 131.6 93.2 778
1.83 4495 4295 3779 310.5 224.2 175.8 1274 91.2 76.2
1.85 4126 3958 3516 2937 2147 170.5 124.2 89.9 75.3
187 3695 3558 3189 269.5 2011 1621 118.9 86.1 72.0
190 3053 2958 2684 2337 1800 149.5 109.5 80.5 67.3

Compliant with IEC60896-11
ET/DATAOPZSSTANDBY 350V7 0724
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