RESERVE POWER Ete r “ ity

8 OPzS-ET 800

(2V 920Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High energy density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40736

10 hour rate (92A,1.8V) 920Ah o . )
5hourrate (159A, 175V) 793.5Ah Minimal maintenance due to low antimony
1hour rate (530A,16V) 530Ah alloy and large electrolyte volume
internal Reslstance Operating temperature -20°Cto +565°C
Fully Charged Battery 20°C (68°F) 0.33mOhm

Electrolyte EUROBAT designlife: Long Life > 12 years
Nominal S.G at20°C =1.240kg/I

Operating Temperature Range 20°C 0 +55°C Fully recyclable withlow CO, footprint
Maximum Discharge Current 20°C (68°F) 1077A

Charge Methods: Constant Voltage Charge 20°C (68°F)

Cycleuse 2.40V (time limited)

Maximum charging current 368A
Standby use 225V +1% Applications
Temperature compensation -3.5mV/°C/Cell

Terminal torque 23Nm Telecommunications/ Mobile Phone Stations
Discharge Constant Current (Amperes at 20°C) Traffic Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h UPS Systems

1.60 10029 9271 7451 5298 34568 2507 163.8 17.3 96.7
165 899.8 8331 6804 5075 3387 2467 163.8 17.3 96.7
1.70 7936  736.0 612.7 4762 3255 2396 161.8 153 95.6
175 6844 6369 5399 4347 3063 2285 1687 13.2 93.8
1.80 5702 5338 4620 3822 280.0 213.3 1537 109.2 92.0
1.83 498.4 4691 4115 3458 2578 201.2 146.6 106.2 89.8
1.85 4509  426.6 3771 3215 243.6 1931 142.5 104.1 88.4

Emergency Lighting

Electrical Switching

Dimensions and weight

187 4004 3822 3407 2932 2244 1800 1355 992 843 Length (max) 215mm
190 3255 3144 2851 2507 1961 1607 1254 920 783 Width (max) 193mm

Height: H1 (max) 650 mm

Discharge Constant Power (Watts at 20°C) Total height:H2 (max) 665mm
Filled weight (max) 62.8kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 16429 15367 12688 9352 6329 466.1 3104 2244 187.0

165 15114 14103 11778 9048 6238 4610 3104 2244 1870 == [
170 13699 12789 10818 8604 6046 4489 3084 2214 1850

175 12132 11323 9705 7946 5722 4297 3043 2184 1820 T

180 10363 9716 8462 7077 5257 4044 2952 2123 1789 wi tO = H1  H2
183 9180 8664 7623 6460 4883 3842 2841 2073 1749 |

185 8381 7956 7067 6056 4640 3700 2770 2032 1729 L

1.87 7512 7.8 642.0 5571 4297 3468 2639 1941 165.8

190 6207 6005 5459 4833 3791 3134 2457 1820 1547 . )
Compliant with IEC60896-11
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Charging voltage vs. Temperature
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Boost charge with 2.4 V/Cell for up to 72 hours the

2.35 electrolyte temperature should not exceed 55°C
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