RESERVE POWER Ete r “ ity

17 OPzV-ET 2125

(2V 2329Ah @ 10hr)

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (233A,1.8V) 2329Ah )

5hour rate (410A,175V) 2049Ah Low self discharge rate allows for up to 2 years
Thour rate (1366A, 1.6V) 1366Ah shelflife

Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 017mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 2202A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 1165A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mVv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
Emergency Lighting

1.60 22024 20016 17795 13659 7987 6498 4325 277 236.3
165 17913 17203 15785 13044 7798 6380 4277 2717 236.3
1.70 16629 15790 14556 12250 768.6 6311 4215 2655 2329
175 14440 13997 13182 10783 6964 6032 4099 2655 2329
1.80 13625 12763 11459 9200 6638 5659 3843 2632 2329

Electrical Switching

Dimensions and weight

183 12019 11533 10107 7636 6310 5324 3711 2541 2184

185 11020 10389 8724 6954 5942 4868 3414 2423 2107 Length (max) 215 mm

187 8877 8713 8464 6730 5698 4666 3241 2333 2065 Width (max) 400 mm

190 7372 7146 6826 6203 5015 4054 2960 2168 1885 Height: H1 (max) 775mm

Total height: H2 (max) 790 mm
Discharge Constant Power (Watts at 20°C) Approx. weight (max) 162.6 kg
Cells(V) 10m 15m 30m  1h 2h 3h 5h 8h 10h

160 35361 32136 28868 22767 14334 11929 8145 5197 4538 e — T

165 29629 28456 26293 22143 13994 1712 8056 5197 45358 (OXe)

170 28323 26894 24914 21242 13716 11621 7940 5077 4473 w °@

175 25302 24527 23167 19134 12584 11072 7721 5077 4473 o H1  H2

180 24673 23112 20684 16723 12204 10515 7218 5014 4473

183 22133 21239 18528 14066 11738 9977 7040 4854 4179 R

185 20530 19353 16167 12947 11134 9166 6508 4662 406.0
187 16695 16385 15853 12642 10779 8868 6212 5413 3988
190 1417 13683 13151 11831 9613 7797 5739 4207 3682 Compliant with IEC60896-21/22
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Charging voltage vs. Temperature
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Self discharge at different temperatures
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Float current: Residual charge current
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Capacity vs. Temperature
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Float voltage deviation vs. Yearsin service
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Storage: Determine the state of charge
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