RESERVE POWER Ete r “ ity

5 OPzV-ET 250

(2V 280Ah @ 10hr) =

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (28A,1.8V) 280Ah )

5hour rate (51A,1.75V) 255Ah Low self discharge rate allows for up to 2 years
1hour rate (155A, 1.6V) 155Ah shelflife

Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 0.79mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 434A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 140A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mVv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
Emergency Lighting

1.60 4340 3775 279.5 154.9 103.8 770 50.8 34.3 28.8
165 3925 3484 2671 154.9 103.8 770 50.8 34.3 28.8
1.70 3562 3245 2532 1488 102.4 770 50.8 34.3 288
175 3201 2999 2235 1436 100.4 75.8 50.8 34.6 288
1.80 2887 2576 1954 124.3 927 72.2 487 33.0 28.0
1.83 2506 2260 1839 18.3 88.6 67.3 474 324 217
1.85 2413 2126 170.3 13.9 84.9 64.7 45.0 30.9 26.6

Electrical Switching

Dimensions and weight

Length (max) 126 mm
187 2161 1949 1549 1047 809 620 435 305 256 Width (max) 208 mm
190 1804 1579 1341 956 747 573 390 268 229 Height: H1 (max) 360 mm
Total height: H2 (max) 375mm

Discharge Constant Power (Watts at 20°C) Approx. weight (max) 21.5kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 710.7 6181 4755 2764 192.3 144.2 96.2 64.7 547
165 6576 5837 4572 276.2 192.3 144.2 96.2 64.7 547
170 610.4 5561 4410 2671 189.4 144.2 96.2 64.7 547

H1 H2
176 5629 5274 3976 2598 1863 1417 964 652 547 P-4
180 5206 4646 3551 2288 1726 1358 924 626 531 J_‘
183 4769 4153 3393 2207 1667 1276 901 617 531 -

185 4462 3930 31773 2135 1603 1228 859 588 507
187 4037 3640 2919 1973 1540 1182 834 588 489
190 3444 3016 2553 1825 1437  1fid 760 518 446 Compliant with IEC60896-21/22
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Charging voltage vs. Temperature
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Float current: Residual charge current
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Float voltage deviation vs. Years in service
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Storage: Determine the state of charge
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