RESERVE POWER Ete r “ ity

6 OPzV-ET 300

(2V 335Ah @ 10hr) =

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (33.5A,1.8V) 335Ah )

5hour rate (61A,1.75V) 305Ah Low self discharge rate allows for up to 2 years
Thourrate (185A, 1.6V) 185Ah shelflife

internal Reslstance Operating temperature -20°Cto +565°C
Fully Charged Battery 20°C (68°F) 0.63mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 519A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 167.5A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mVv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
160 5193 4517 3344 1853 1242 921 607 411 345 Emergency Lighting
165 4696 4168 3195 1853 1242 921 60.7 411 345 ) o
Electrical Switching
170 4261 3882 3030 1780 1225 921 60.7 411 345

175 3830 3589 2674 171.8 1201 90.7 60.7 4.4 345
1.80 3454 3082 2338 148.7 110.9 86.4 58.3 395 335
1.83 3111 2709 2205 141.8 106.2 80.7 56.8 38.8 33.2
1.85 2885 2542 2036 1361 1015 773 53.8 36.9 31.8

Dimensions and weight

Length (max) 147 mm
187 2584 2330 1852 1252 968 741 520 364 306 Width (max) 208 mm
190 21569 1890 1605 144 894 686 466 321 274 Height: H1 (max) 360 mm
Total height: H2 (max) 375mm

Discharge Constant Power (Watts at 20°C) Approx. weight (max) 25.7kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 8485 7380 5677 3307 2286 1725 147 78.0 66.1
165 787.3 698.8 5474 3305 2286 1725 147 78.0 66.1
170 7313 6662 5286 3201 226.3 1725 147 78.0 661

175 6741 6316 4760 3106 2224 1700 1151 786 661 P-4 wom2
180 6227 5556 4246 2740 2074 1631 1109 758 643 J_‘

183 5710 4972 4068 2649 2000 1524 1080 741 636 -

185 5353 4715 3796 2561 1925 1475 1025  7i 611

1.87 4842  436.6 3473 2373 184.4 142.3 100.3 70.5 59.3

190 4104 3593 3059 2190 1725 1328 908 619 528 Compliant with [EC60896-21/22
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Charging voltage vs. Temperature
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Float current: Residual charge current
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Capacity vs. Temperature
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Float voltage deviation vs. Yearsin service
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Storage: Determine the state of charge
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