RESERVE POWER Ete r “ ity

6 OPzV-ET 420

(2V 500Ah @ 10hr) =

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (50A,1.8V) 500Ah )

5hour rate (97A,1.75V) 485Ah Low self discharge rate allows for up to 2 years
Thour rate (287A, 16V) 287AN shelflife

Internal Resistance Operating temperature -20°C to +55°C
Fully Charged Battery 20°C (68°F) 0.54mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 664A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 250A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mVv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
Emergency Lighting

1.60 664.4 611.3 4599 2874 168.4 139.6 98.4 63.9 515
165 635.5 5871 4440 2838 1684 139.6 98.4 63.9 515
1.70 5574 5059 3978  276.9 166.8 138.2 974 63.2 51.0
175 5090 4677 3611 272.9 163.7 134.6 974 63.2 51.0
1.80 5025 4495 3365 2415 163.5 131.0 955 61.5 50.0
1.83 420.8 3571 318.6 224.8 151.5 1275 89.9 61.2 49.3
185 3985 3494 2989 214 1487 124.9 875 59.8 48.6

Electrical Switching

Dimensions and weight

Length (max) 147 mm
187 8991 3414 2875 1960 1477 191 835 577 469 Width (max) 208 mm
190 2934 2776 2248 1720 1368 1122 783 537 440 Height: H1 (max) 475mm
Total height: H2 (max) 490 mm

Discharge Constant Power (Watts at 20°C) Approx. weight (max) 34.8kg

Cells(V) 10m 15m 30m 1h 2h 3h 5h 8h 10h

160 1076.6 9901 7622 5060 3091  260.0 186.1 122.5 98.6
165 1056.7 9762 7498 496.1 3091  260.0 186.1 122.5 98.6
170 9524 8644 6871 490.0 3061 2575 184.3 121.3 977

H1 H2
175 8926 8202 6383 4900 3023 2507 184.3 121.3 977 P\
1.80 9045 8091 6098 4420 3033 2462 181.0 17.9 959 J_‘ N
1.83 772.0 6551 586.8 4179 2838 2398 171.4 174 94.5 —t _|

1.85 7366 6458 5549 3953 2819 237.8 166.8 14.2 93.0
1.87 7402 6332 5400 368.9 2814 2278 160.7 107 90.2

190 5447 5153 4270 3284 2637 2161 1516 1045 855 Compliant with IEC60896-21/22
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Eternity

Charging voltage vs. Temperature
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Float current: Residual charge current
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Capacity vs. Temperature
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Float voltage deviation vs. Yearsin service
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Storage: Determine the state of charge
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