RESERVE POWER Ete r “ ity

70PzV-ET 700

(2V 828Ah @ 10hr) =

Performance characteristics Features

Nominal Voltage 2V High capacity density

Number of cells 1

Design Life 20 years Robust tubular positive electrode design,
Nominal Capacity 20°C (680F) Compllant with DIN 40742

10 hour rate (82.8A,1.8V) 828Ah )

5hour rate (150.2A,1.75V) 751Ah Low self discharge rate allows for up to 2 years
Thourrate (492.3A,16V) 492Ah shelflife

internal Reslstance Operating temperature -20°Cto +565°C
Fully Charged Battery 20°C (68°F) 0.41mOhm

Self-Discharge 20 year float life at 20°C (68°F)

2% of capacity declined per month at 20°C (average)
EUROBAT designlife: Long Life > 12 years

Operating Temperature Range -20°Cto+55°C
Maximum Discharge Current 20°C (68°F) 889A Fully recyclable with low CO, footprint
Charge Methods: Constant Voltage Charge 20°C (68°F)
Cycleuse 2.40V (time limited)
Maximum charging current 392A ApplicatiOnS
Standby use 225V 1%
Temperature compensation -3.5mv/°C/Cell Telecommunications/ Mobile Phone Stations
Terminal torque 23Nm
Traffic Systems
Discharge Constant Current (Amperes at 20°C)
UPS Systems
Cells(V) 10m 15m 30m 1ih 2h 3h 5h 8h 10h
160 8856 8643 7124 4923 2884 2201 1527 1041 853 Emergency Lighting

165 794.3 7841 656.1 471.8 288.4 22041 1627 104.1 85.3
1.70 7201 6928 5938 4428 2850 2201 152.7 10441 853
175 6228  593.0 516.2 3703 2670 2159 150.2 102.4 853
1.80 5401 506.1 4291 3471 251.0 204.6 1441 98.6 82.8
1.83 4605 4478 4052 3214 2455 195.0 1391 96.5 785
1.85 4417 4076 3727 2985 2220 182.6 131.8 90.9 75.8

Electrical Switching

Dimensions and weight

Length (max) 147 mm
187 3723 3629 3383 2745 2151 1731 1246 862 724 Width (max) 208 mm
190 2948 2874 2701 2381 1854 1594 1120 794 667 Height: H1 (max) 650 mm
Total height: H2 (max) 665mm
Discharge Constant Power (Watts at 20°C) Approx. weight (max) 52.4kg
Cells(V) 10m 15m 30m  1h 2h 3h 5h 8h  10h
160 14258 13915 11650 8383 5213 4061 2883 1987 1627 _ .

165 13169 12999 10991 8120 521.3 4061 288.3 1987 162.7
170 12264 11799 10205 7734 5154 4061 288.3 1987 162.7
175 10912 10389 9092 6601 4858 3997 2835 195.4 162.7
1.80 9726 9.5 774.6 6321 462.8 3817 2714 1877 1574
1.83 8438 8206 7429 5935 4572 3669 2647 184.5 150.8
1.85 824.9 7612 691.2 555.8 471 346.0 2527 174.3 146.0
1.87 7025 6847 6334 5162 4060 3305 2384 166.3 140.2
190 5637 5497 514.3 454.8 3551 307.4 216.5 154.2 129.6

Compliant with IEC60896-21/22
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Float current: Residual charge current
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Storage: Determine the state of charge
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